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YLP Lithium Starter Batteries

A better understanding of why you should choose quality!
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Starter Range #HL ’ H l'l Tf

LILTRALIGHT BRATTERY
X and X-P Series

v' ULTRALIFE
v' Max safety LiFePO4 technology
v" Incredible life — up to 7000 cycles
No compromise — racing use
v’ Great performance at low temp
(test @ -18°C)

YLP Series

v’ Aliant Quality, Best price!

v' Max safety LiFePO4 technology

v’ Long life — up to 3000 cycles

v More than 12000 starts!

v’ Great performance at low temp
(test @ -18°C)

v" Ready in 2 minutes!
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YLP Features {":H L ’ H I'l l}

LILTRALIGHT BATTERY
=2/

ﬁ / Compact Design

/ 8 Lower volume

= A7 | -30/50%
Less space required than
Other lithium batteries

Lower weight E -15/20%
than other lithium batteries

— .| Longer life cycles ——— ] Winter Performance
m l 3000+ cycles /AL | Tested @ -23°C
Il _ | Competitors <2000 Ay / Ultra power even at low
R /. | temperature
9 Longer useful life Y
e 1 Up to 7 years b4
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YLP - Extreme low weight #HL’H’-"-#

LILTRALIGHT BATTERY

- R

E 0,43 ﬂ114xW40xH90 mm EOAS /L114XW4OXH9O mm

...the lightest and smallest lithium batteries in the market!

m 0,74 %_114XW69XH90 mm m 0,76 fL114xW69xH90 mm
Copyright©2013 by ELSA Solutions srl COM




YLP - Extreme low volume #HL’H""#

LLTRALIGHT BATTERY

Other Lithium Batteries YTZ7S
m 0,70-10,75 /L114XW70XH 105 mm

Copyright©2013 by ELSA Solutions srl CONFIDENT‘
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YLP - life cycles

nALIANT®

LILTRALIGHT BATTERY

Environment Temperature: 24°C

120

Real Capacity Comparison After 12000 Cranking Simulation

Aliant YLPO7

Date: 30/10/2013

ew Battery_Available

100

80

Capacity = 100%

60

ma rters_Available
\Cap acity = 86%

= ew Battery_Voltage [V]
e pfter 12000 Starters_Voltage [V]

e New Battery_Current [A]

After 12000 Starters_Current [A]
e New Battery_Available Capacity %
e Aftar 12000 Starters_Available Capacity %

Cut Off Voltage = 7.20V

106
141
177
212
246
281
317
352
387
423
458
493

528
564
598

meg2ad
BB~~~

Tempo [sec]

~~~~~~~~~~~

No other lithium batteries have foreseen any similar results in our benchmark
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Competitor starter battery- life cycles

ALIAMTA

LILTRALIGHT BATTERY

Date: 30/10/2013

New Battery_Avaiable

Capacity = 100%

N ew Battery_Voltage [V]
e pfter 5200 Starters_Voltage [V]

s New Battery_Current [A]

After 5200 Starters_Current [A]
= Mew Battery_Awvaible Capacity %

e f\fter 5200 Starters_Avaible Capacity %

Environment Temperature: 24°C
Real Capacity Comparison After 5200 Cranking Simulation
120
100
20
After 5200 Starters_Avaiable
Capacity=76.3 %
60
40
20
—
W Cut Off Voltage = 7.20V
0 L
XU EONINTNMAN—TOO0NNVEONINTMOINOOOODO0000000O0O0O0
AR SRR ARS8 08SREN383858S388883R53¢3
LB B B B B B B B ]
Tempo [sec]
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YLP - Winter performance

nALIANT®

LULTRALIGHT BATTERY

Environment Temperature: 23°C

Crancking Current@-23°C
Battery Temperature [Start of Test]: -22.7°C H * H .
Bauer: Tem:erature[m of Teste]s 12+ Aliant YLPO7 VS *Competitors (Same Capacity)

/_\
70 & aliant YLP0O7_Max Current =69 A
w -
50 // \\
40 \ = *Competitors_Voltage [V]
30
20 \

Data: 16/10/2013

wf\liant YLPO7 _Voltage [V]
w fAliant YLPO7_Current [A]

m—*Competitors_Current [A]

S

%’LP{I
L
L= ]
]

10 \

imum Current =

- = Min Voltage = 5,59 V
mpetitors_Min Voltage = 0,62
Vi
0 L L T L L | I — B B B B B R L
O~~~ ONTOANONT OO S DR AT = W om0~ 0 o 0
e B B B B =T e R B B e I e R T R e I R B B e e e I R B B B B B B B L
(== = = =] = I I I T I o o VI o VI VI o o I o I T T T T T S T T o ] =t = =t = = o o o

Tempo [sec]

HIGHER PERFORMANCE DURING WINTER THAN ANY OTHER LITHIUM STARTER BATTERY

(shown as “Competitors” in the chart above)
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YLP — 2mins charge

vkl

Environment Temperature: 23°C

Aliant YLPO7
Ultrafast Recharge with CB1210 + Cranking Simulation

Start of charge End of cfsrge

A

Max Charge Voltage = 13.13 V‘

Battery Voltage before Charge
=9.47V

4.5 —
Voltage Drop = 4,50V
Battery Capacity = 0.19 Ah
-0.5
-5.5
[ )

Cranking Current = 182 A

Date: 30/10/2013

—\oltage [V]
= Charge Current [A]
Cranking Current [A]

s Coulomb Counting [Ah]

Copyright©2013 by ELSA Solutions srl
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http://www.go-aliant.com/web/images/Video.wmv
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YLP - safety JaLiAnre

ILIFEROYN

» LiFePo4 technology (Lithium Iron Phosphate)
-@- TOP SAFETY! - EXPLOSION PROOF

Copyright©2013 by ELSA Solutions srl CONFIDE



-

YLP - BMS JaLiAnre

LILTRALIGHT BATTERY

— § Microprocessor controlled
il ] L embedded BMS
‘ == i
o f

= Longer Life ()
FAKE PICTURE

Embedded - Inside L
Maintainer

Compatibility

—

...up to 3000 charge / discharge cycles!

Copyright©2013 by ELSA Solutions srl CONFID
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YLP - Weatherproof design #HL ’ H l'l 1}

LILTRALIGHT BATTERY

All models are sealed and there is no environment contamination

Copyright©2013 by ELSA Solutions srl CONFIDE
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Desighed & Assembled in Italy Lﬂ!ﬁiﬂn’lw

All models have been designed in ITALY

Assembly and quality control is done in our factory in ITALY

FILIGHI‘ BAMERY I

LA =T lﬁ!,lﬂrv’

Y G reanicer 8

VL SFT/77

Copyright©2013 by ELSA Solutions srl CONFI



ALIAIT.

#ULTRFILIGHT BRITERY

Aliant exclusive chargers

> Aliant CB1210 — ULTRA FAST
Recommended for PRO / RACING

50% charge in less than 2minutes:
YLP models ready to start engine!

Model | Recomm 80% 100%
ended Charge Charge
Charger Time Time
YLPO5 | CB1203 | =20 min | =40 min
YLPO7 | CB1203 | =25 min | =50 min
YLP10 | CB1210 | =15 min | =30 min
YLP14 | CB1210 | =20 min | =40 min

» Aliant CB1203 — 3Amp Lithium charger
Best price in the market
Use as charger and mantainer

Recommended per street use

Copyright©2013 by ELSA Solutions srl
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Compatible Mantainers {":HL’H’-"-#

LLTRALIGHT BATTERY

Embedded electronics make it possible to let
YLP be charged by some commercial
chargers / mantainers

> Mantainers

Most popular:

DELTRAN BATTERY TENDER 400 800
TECMATE OPTIMATE LITHIUM

CTEK XS800 - XS3600 — LITHIUM

Check www.go-aliant.com for updated list of
compatible device

Copyright©2013 by ELSA Solutions srl
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YLP - Vibration Testing #HL ’ H l'l 1}

LILTRALIGHT BATTERY

Long vibration testing done in our lab facility

Special Field testing made by
MOTOCROSS TEAM STR KTM

HONDA DAKAR TEAM lJolly Racing -
Endurology

DUCATI World Superbike Team

Copyright©2013 by ELSA Solutions srl
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ALIANTA

v
Easy installation LILTRALICHT BRTTERY

» Easy to stock
5 models for all motorcycles range
VERY LOW INVENTORY COST

AISIANE-§
L o RLIGHTRATLERY I

o >

-

Optional Terminal Adapters will
make easy to replace 100% of

the existing lead acid models. L IR - TP,
' _ROT 2

» LI T BRTT =R
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'Box content {"JHL,H"T#

LULTRALIGHT BATTERY

TALIANTE =

Varsmor s ll = (WS

JALIANT R

Uu_rnw BRITERY .
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ALIANTA

LILTRALIGHT BATTERY

_‘-_“'F

Trusted by

ALIANT has been used for 2012 and 2013
by Aprilia Racing World Superbike Official Team

S N RS e

Picture from newspaper Motociclismo Italy - Nov 2012

CONFIDEN
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'Trusted by #HL’HHT#

LULTRALIGHT BATTERY

ALIANT Ky
is used in 2013 by Ducati Alstare | = S SSGSSES o Bt
World Superbike Official Team M, PR ) Fthvoon

Picture from newspaper Masterbike Italy - Jan 2013

Copyright©2013 by ELSA Solutions srl CONFID



Trusted by udeI g

ALIANT

is offered by BIMOTA as Aftermarket accessories
Extensive testing expecially during winter time
has been carried out to check cranking power

of large V twin engines.

ALIANT

is used by MOTOMORINI as first equipment
Starter battery for high performance model.
Extensive testing in CLIMATIC CHAMBER has
Shown superior performance @ -18°C

Copyright©2013 by ELSA Solutions srl CONFIDENTI‘



AALIAOT

LULTRALIGHT BATTERY

| ALIANT
| isused by World MOTOCROSS Team KTM STR
¥ By Steve Turner in season 2013.
The model X1P and X2P are used for 250cc and
B8 A50cc 4T and «they proved to be tougher than
= any other lithium batteries ever used» (S. Turner)

# ALIANT

is used by Jolly Racing — Endurology for DAKAR
Race 2013.

The performance shown an excellent reliability
8 during this long and hard-proving race.

Copyright©2013 by ELSA Solutions srl
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Worldwide Exclusive Distributors

ALIANT®

LULTRALIGHT BATTERY

Since the birth of lithium excellence in 2009 till now
< Aliant has already been marketed in all 5 continents! e

—_ A e T : s TR =
(}E r%wdﬁg \%” 2\ k4 /) > ; %HV%N}‘: TR
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|

f
(,/
n ;/) y |
# 3 WORLDWIDE SALES NETWORK & ¥
" ~ National Exclusive Distributors for Industry Area
OFFICIAL DEALER MOTO / CAR / ULM / MARINE / INDUSTRIAL
2013 No private label programs <> Exclusivity is for real!
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Support HL’H’-"-#

LLTRALIGHT BATTERY

» Motorsport Configurator » Battery Configurator

= ror 3
| B E AALIANT,
UJ 'J Del 07/06/2012 W uurretich srrrery IVALENZA TRA BATTERIA AL PIOMBO E BATTERIE AL LITIO Fub VARIARE IN FUNZIONE DELLA CILINDRATA DEL VEICOLO 2oz
LILTRALIGHT BRITERY Stampato 22/11/2012 SRAND SERIES  [MODEL Vorage V] | ReslCapachs |Equmaten Capaens | Lmml | WImml | HOmEl | VEGHTIKS] | BMs | CCATAm | COMPATERTY
[An] [Ah]
] - - > - - - > - - - - >
uTILZZO uTiuZZO [ 7 ™
MARCA CC | DESCRIZIONE COMPATTA [T 32 I
- - - ~| STRADA [-| SPORT/PISTA|~ oE 7 5
DUCATI MOTO 900 |SS Kick-Starter -'81 x3p rous < ]
DUCATI MOTO 900 [Ss Replica-'s1 X3P vEra v 27
DUCATI MOTO 900 [SS Supersport, Replica '82- x3p roes z 2
DUCATI MOTO 900 [ss '8s-'00 N/A Ene E EE
DUCATI MOTO 900 [sL'92-'96 x4 I E F
DUCATI MOTO 900 [Supersport FE '97-'98 X4 oA :
DUCATI MOTO 888 |SP,SPILSPIV,SPV xa HPME [ ES = [ E
DUCATI MOTO 860 | GT,GTS N/A Tizss
DUCATI MOTO 860 |Kick-Start x3p e = =
DUCATI MOTO 851 | 851 Superbike '90-'91 xa i 550 il E
Tib - [
DUCATI MOTO 851 |S Superbike '91-'92 xa Tht e 20 Z
0o Thes
DUCATI MOTO 848 |848'03-'11 X3 T S I N Foo = B S S S TS N S B TR BT — —
DUCATI MOTO 796 | Hypermotard "10-'11 X3 FELE TheHLES E r
e TiEs E
DUCATI MOTO 750 | F1, Montijuich, Paso '87-'90 X3P PP TES
DUCATI MOTO 750 |GT, Luguna Seca N/A g
DUCATI MOTO 750 [indiana X3P ThE
Trieet
DUCATI MOTO 750 Monster '97-'00 N/A TR0
T P TIERES
DUCATI MOTO 750 |sport '83-'90 xa e o
DUCATI MOTOQ 750 S5 Supersport Kick-Str. X3P HPMP TRIOHL B
R T EEF E
DUCATI MOTO 750 |s5'90-'00 x4 F TiaLEE 58
PR TSR 3 o5
DUCATI MOTO 749|749 5/Dark/R X3 = e e =
DUCATI MOTO 748 | strada Biposto, 5P, SPS '95-'02 xa & THELES ’ i 1 T ]
ias Ti7AES < Y 7 o 3
DUCATI MOTO 696 | Monster 696 '09-'11 X3
DUCATI MOTO 650 Alazurra, Indiana, Pantah X3p
DUCATI MOTO 600 | Ppantah X3p

> Stickers for DEALERS

EEJH L ’ H r’ r ] #umnuuur RAITERY

LILTRALIGHT RATTERY OFFICIAL DEALER
2013
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» 2 years manufacturing warranty
» Online RMA program
» 24hours reply

Copyright©2013 by ELSA Solutions srl

Warranty — RMA program #HL’H’-"-#

LLTRALIGHT BATTERY
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nt:comjweb/index. phpidistributoririchissta-rm. html v & [B- cooge
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+ALIANT— LITHILITT

LULTRALIGHT BARITERY

MENU PRINCIPAL
—

Maison
Informations

Produits

Configurateur

Détaillants

Distributeurs

Retour Matériel

Informations pour les

distributeurs
Solutions
Nouvelles
A propos de nous

Lettre d'information

SELECTION DE LA
LANGUE

- Modgle du véhicule (1) |
French ]' Année d'immatriculation I
Powered by Google Translate
Type de mateur I/ 'I
Déplacement (1) I
N ° Times, |,r vI

N ° cylindrique ¢ 1
2




- AALIANTE

Contact

Ing. Emanuele Dal Pozzo
Sales Engineer

Cell. 0039 346 5715394

info@go-aliant.com

Ll -
ELSA Solutions srl S A ST =
Via Einaudi 9
40026 IMOLA (BO)
Italy
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